J(B> J-U-B ENGINEERS, INC.

N.W. Crossing Office Building, Suite 201, 2810 West Clearwater Avenue * Kennewick, Washington 99336 « Telephone: (509) 783-2144

February 20, 1987
' FEB 23 1987

Superfund Branch

Ms. Lori Cohen

Environmental Protection Agency
1200 Sixth Avenue

Seattle, WA 98101

Dear Ms, Cohen:
Subject: Analytical Techniques at Pasco Landfill

I would like to know how your techniques compare to those
we're using at Pasco. I've included our list. I would
specifically like to know what was done for metals each time you

have done analyses.

Sincerely,

.ijn A. Zi ll%

Waste Management and

Environmental Specialist

JAZ:ab

cc: Marcia Knadle
Andy Hafferty

USEPA SF

L

1426454
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Primary Chemical and
Physical Contaminants

Araenic
Barium
Cadmium
Chrome
Fluoride
Lesd
Mercury
Nitrate (as N)
Selenium
Sodium
Silver
Turbidity

Primery Drinking
Water Peaticides

Endrin

Lindane
Methoxychlor
Toxaphene
2,4-D
.2,4,5-TP Silvex

Secondary Chemical and
Physical Contaminants

Chloride

Color

Copper

Iron

Manganese

Specific Conductivity
Sulfate

Total Dissolved Solids
Zine

Analytical
Method

206.2-1
208.1-1
213.1-1
218.2-1
340.2- 1
239.2-1
245.1-1
353.3-1
270.2-1
273.1-1
272.1-1

180.1

8080
8080
8080
8080
8050
8050

325.3
110.1
220.1
236.1
243.1
120.1-1
375.3
160.1-1
259.1

APPENDIX 6
ANALYTICAL METHODS

Reference

EPA 600
EPA 600
EPA 600
EPA 600
EPA 600
EPA 600
EPA 600
EPA 600
EPA 600
EPA 600
EPA 600
EPA 600

SW 846
SW 846
SW 846
SW 846
SW 846
5W B46

EPA 600
EPA 600
EPA 600
EPA 600
EPA 600
EPA 600
EPA 600
EPA 600
EPA 600




¥
el Minimum Fuactional
Standard Contaminants
{‘ Temperature 170.1 EPA 600
Conductivity 120.1 EPA 600
pH 150.1-1 EPA 600
=4 Chloride 325.3 EPA 600
B nitrate 350.3 EPA 600
) Nitrite 354.1 EPA 600
r Ammonia 350.3 EPA 600
| Sulfate 375.3 EPA 600
Dissolved iron 235.1-01046 EPA 600
Dissolved Zinc - 289.1-01090 EPA 600
Dissolved Manganese 243.2-01056 EPA 600
B Chamical Oxygen Demand 410.1-1 EPA 600
~ | Total Organic Carbon 415.2 EPA 600
BB  Totel Coliform 9098  STD METHODS
Organic Selvents
1,1-Dichloroethylene 8240 SW 846
1,1-Dichloroethane 8240 4 SwWB46
Trichloroethylene 8240 SW 846
Chloroform 8240 SY 846
1,1,1=Trichloroethane 8240 SW 846
Trichloroethylene 8240 SW 846
Tetrachloroethylene 8240 Sw 846
Toluene 8240 SW 846

Total Xylene 8240 SW B46






